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A METHOD FOR ARRAYING YAGI-DISK ANTENNAS

By Fred B. Beck
Langley Research Center

SUMMARY

This paper is concerned with the problem of arraying yagi-disk (aisk-on-
rod) surface-wave structures having large spacings between the elements of the
array - that is, spacings greater than a wavelength at the design frequency.
It is shown that symmetrical arrays having sidelobe levels less than -12 dB
below the main beam of the array can be designed by using simple array theory
and the knowledge of a single-element pattern. It is significant to note that
of f-principal-plane sidelobes are less than those in the principal plane and
that no excessive energy is lost in spurious sidelobes.

INTRODUCTION

The amplitude of the electric field as a function of radial distance per-
pendicular to the axis of a.6-wavelength yagi type of antenna has been deter-
mined. (See ref. 1.) Mutual coupling between shorter elements as a function
of spacing between elements has also been determined. (See ref. 2.) From
these results it appears that the design of an array of yagi antennas based on
simple array theory will require interelement spacings, a wavelength or greater,
to obtain a coupling value which may be neglected.

Since interelement coupling indicates that the spacing between elements be
greater than a wavelength, the problem of grating lobes in the far-field pattern
of the array is introduced. If these grating lobes are not properly controlled,
they may be nearly as large in amplitude as the main lobe of the array.

The purpose of this paper, therefore, is to point out experimental results
which substantiate the following conclusions:

(1) Arrays of yagi-disk antennas can be designed with element spacings
which simultaneously fulfill the requirements of negligible interelement cou-
pling and grating-lobe suppression.

(2) For the designs considered, there are no off-principal-plane sidelobes
or grating lobes higher than those in the principal planes.

(3) The gain for arrays of yagi-disk elements satisfying the previous
conclusions (1) and (2) can be accurately calculated from a knowledge of the
gain of a single element.



SYMBOLS

A array factor

b length of ground plane

D disk diameter

d distance between elements

E element pattern

Fo design frequency

h height of feed bucket above ground plane
i,k elements and rows in yagi-disk arrangement
j=A-1

L total length of yagi element

Al distance from ground plane to feed dipole
[22) distance from feed dipole to first disk
Ny number of elements in a row

No number of rows of elements

P(r,¢,9) coordinates describing point at which field is measured

53 spacing between disks

Sg spacing between feed dipoles

Si,k projected distance between ith element in kth row and reference
element

X,Y,z coordinate axes

o] off-principal-plane angle

A wavelength

Ao wavelength at design frequency

o array pattern




r

¢ azimuthal angle normal to plane of array

Wi,k phase difference of ith element in kth row with respect to reference
element

YAGI-DISK ELEMENT

The yagi-disk antenna used as the basic array element is shown in figures 1
and 2. Considerable work has previously been done on the design of antennas of
this type. (See ref. 3.) For the particular element design eventually chosen
for the array, the beam width and gain characteristics over the frequency range
of interest (2.2 Ge to 2.4 Gc) were less than 40° and greater than 12 dB,
respectively. (See ref. k.)

When short elements are used (2A, to 4Ay), the beam width and gain are
essentially determined by the yagi structures, whereas, the sidelobe levels and
sidelobe positions are primarily controlled by the details of the feed network.
It has been shown that tailoring of the element pattern can be accomplished by
adjusting the feed-dipole spacing S¢, the distance from the dipole to the first
disk 1o, and the addition of the feed bucket around the feed network. (See

ref. 3.)
ARRAY FACTOR FOR ELEMENT SPACING

In the design of an array of antennas, it is often possible to develop a
so-called array factor. If an array factor is to be developed, each element
within the array must have like far-field radiation patterns. If an array fac-
tor can be determined and if the element pattern can be measured, the arrsy
pattern can then be calculated. That is, the array pattern is simply the array
factor times the element pattern.

With the use of figure 3, the far-field radiation pattern due to the ele-
ments N3 times the rows Np can be expressed as:

Np Ny
o - Z Z pe Vi k

k=1 i=1
where
] array pattern
E element pattern
*1 X phase difference of ith element in kth row with respect to reference

’ element
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When simplified and normalized by NjN5, the array pattern may be rewritten
as follows:

¥
sin Np 251 gin No 1.2
: 2 2
®=Ey
e sin ve’l sin Wl,E
2 2

where Q/E is the so-called array factor. Its complete derivation can be found
in the appendix.

Being able to develop an array factor is advantageous to the design of any
array. With this knowledge, it is possible to obtain at least a rough approxi-
mation of the far-field pattern without having to measure it. For this approxi-
mation, however, it is assumed that little or no coupling exists between

elements.

ELEMENT-SPACING CRITERTIA

As was stated in the introduction, spacings of a wavelength or greater
introduce into the array factor a grating lobe which is equal in magnitude to
the main lobe. However, if proper care is taken, the grating lobe may be sup-
pressed by proper tailoring of the element pattern. This principal of grating-
lobe suppression is pointedly demonstrated in figure 4. (See also ref. 5.)
When the array factor and element pattern are known, the array pattern is
derived simply by the product of the two (i.e., the array factor and the ele-
ment pattern) if interelement coupling is negligible. With a known element
pattern, the grating lobe of the array factor can be made coincident with the
first sidelobe of the element pattern by adjusting the interelement spacing.
This interelement spacing -~ that is, spacing which maskes the grating lobe coin-
cident with first sidelobe of the element pattern - appears sufficient for neg-
ligible interelement coupling independent of element length (2o to 6Ao). With
the use of these criteria, two linear arrays having 4 and 16 elements, respec-
tively, were designed. That is, the element pattern was measured and the
spacing between elements was adjusted so that the grating-lobe position cor-
responded to the first-element sidelobe position. Calculated patterns, for
which it was assumed there was no coupling, along with measured patterhs, are
given in figure 5. To verify further that coupling is small, measurements of
coupling were made between two antennas with the feed dipoles both broadside
and end to end. A graph of coupling plotted against separation between anten-

nas can be seen in figure 6.

The interelement spacing could just as well be increased to position the
grating lobe to correspond to the position of the null between the main lobe
and first sidelobe of the element pattern. This increased spacing would
decrease even further the level of the grating lobe in measured array patterns.
However, using this approach would meke the grating-lobe level very frequency
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sensitive. In addition, the amplitude of most nulls between the main lobe and
first sidelobe of measured elements is not appreciably lower than the amplitude
of the first sidelobe.

The interelement spacing could also be decreased to position the grating
lobe to correspond to the position of the null between the first and second
sidelobes of the element pattern. This change in interelement spacing would
also decrease the level of the grating lobe in measured array patterns. With
this approach, the problem of interelement coupling and a frequency-sensitive
grating lobe is encountered. Since the object is to eliminate interelement
coupling, this approach should be used only with great caution.

SIDELOBES OFF THE PRINCIPAL PLANES

It has been shown in the previous section entitled "Element Spacing
Criteria" that sidelobes in the principal planes can be reduced to a value
equal to or less than -12 dB below the main beam of the array. Of equal impor-
tance is the control of off-principal-plane sidelobes. For use in the study of
this problem, a symmetrical l6-element array (4 by 4) was designed with the
dimensions shown in figure 1. Measurements of the far-field pattern of this
array were made at 5° increments of 5, where © 1is the off-principal-plane
angle shown in figure 3. The results of these measurements, plotted in the
form of sidelobe levels as a function of &, are shown in figure T for
0 <8 S U5° sgince the array is symmetrical, this range of & defines all
cases.

After the far-field pattern of the array was measured at 5° increments of
®, it was observed that there existed only three significant sidelobes on each
side of the main lobe. The first sidelobe, and to some extent the second side-
lobe, are primarily determined by the arrsy factor. That is, as a function of
®, the element pattern changes only slightly near the main lobe, whereas the
array factor changes more than 15 dB within the confines of the main lobe of
the element pattern. (For example, see fig. 4.) The third sidelobe appearing
in the measured array patterns is the so-called grating lobe. It is dependent
upon both the element sidelobes and the array factor. The grating lobe of the
array factor changes much more rapidly than the lobes nearer the main lobe,
both as a function of azimuth angle @ and magnitude. Calculations which used
the formula given in the appendix were made on the assumption that the element
patterns are identical and independent of ©&. Of course, the assumption that
the element patterns are identical and independent of & 1s not necessarily
true, yet the calculated curves in figure 7 show that good agreement is still
obtained.

GATN CONSIDERATIONS

It is possible to predict the gain of a large array of yagl-disk antennas
from the knowledge of a single-element gain if mutual coupling is negligible.



The gain of a l6-element (4% by U4) array was calculated on the basis of a known
element gain. A comparison of the calculated and measured array gain is given
in figure 8. The agreement is indicative of the fact that interelement coupling
is negligible and that no excessive energy is lost in spurious sidelobes.

CONCLUDING REMARKS

A design technique for arraying yagi-disk elements has been developed.
This technique, based on the pattern of a single element and on simple array
calculations, permits array designs of yagi-disk elements which simultaneously
fulfill the requlrements of negligible interelement coupling and grating-lobe
suppression.

In addition, it has been shown that for arrays designed utilizing this
technique, accurate prediction of off-principal-plane sidelobes and array gain
can be made from the knowledge of a single element. With this knowledge large
arrays of such elements can be designed without physical construction of the
entire array.

Langley Research Center,
National Aeronautics and Space Administration,
Langley Station, Hampton, Va., October 9, 196k,



APPENDIX

DERIVATION OF ARRAY FACTOR

The following derivation is of the array factor for a broadside rectangular
(N1 by Np) array. If a broadside rectangular array is uniform, it can be con-

sidered as a linear array of linear arrays. (See ref. 6.) With the use of fig-
ure 3, all elements can be projected to an arbitrary line so that the rectangu-
lar array will effectively look like a linear array, as shown in figure 9. For
convenience, the arbitrary line chosen is the Z-axis. From the projected posi-
tions of the elements and with the element farthest left from the Y-axis as a
reference, the distances to the remaining elements from the reference element
are as follows. (See fig. 9.)

Row 1: sl,l =0
Sp,1 =dsin 8

§5,1 =24 5in & = 25p 3

Swy,1 = (WL - 1)d sin & = (N - 1)82,1

Row 2: S3,p =d cos B
32,2 =dcos B+ 4d8lnd = 31,2 + 52,1

33,2 =dcos d+ 24 sin & = Sl’2 + 252’1

Syy,e =dcos &+ (N - 1)dsin® =8 p+ (N1 - 1)Sp,1

Row 3: 81’5 =24 cos B = 28] »
32,5 =2d cog &+ d sin & = 251,2 + 52,1

S3’3 =2d cos b + 24 5in & = 251,2 + 232,1

Sy,3 = 2d cos B + (N1 - 1)d sin & = 28) 5 + (N - 1)Sz,1

Row N2: Sl,Na = (Ng - 1)d cos & = (N2 - 1)81,2
So,8, = (N2 - 1)d cos & +d sin & = (N2 - 1)81,0 *+ S2,1

S3,8p = (N2 = 1)d cos & + 2d sin & = (N2 - 1)53 o + 2523

SNl:Na = (N2 ~ 1)d cos & + (F1 - 1)d sin & = (N2 = 1)81 o + (F1 ~ 1)Sp,1



With the use of figure 9, the far-field radiation pattern of the array can

be expressed as:

No N3
o = }f }: Ii:e"AN!]'"k

(1)
k=1 i=1
where
0] array pattern
E element pattern
v, X phase difference of ith element in kth row with respect to reference
1, element
and where the ¥y , can be expressed as follows:
2
¥, =0 (2)
d .
¥p,1 = 2%— cos @ sin B (3)
_ » 2nd . _
¥5 1 = 2 5= cos @ sin & = 25,1 ()
= _ 13)2nd i = -
le’l = (Ny - 1) > cos ¢ sin & = (N3 1)W2,1 (5)
2nd
= &L= cos cos B 6
¥y, = & ¢ (6)
- 2nd 2nd s =
Wg,g =5 cos @ cos d + 5 cos @ sin & = wl,2 + W2,l (7)
d
V3,0 = 2%— cos @ cos ® + 2 E%Q cos @ sin & = ¥1,0 + Ap )1 (8)
Ny ,2 = 2%@ cos @ cos & + (Ny - l)g%g cos ¢ sin B
(9)

= \l[l,e + (Nl - l)\lfz’l



“’1,3 =2 T cos ¢ cos O = 2\1{1’2
2nd d :
V2,3 =2 > cos @ cos d + —2-%- cos @ sin & = 2\1;1,2 + ‘Vz,l
= o 214 2nd ; =
¥3,3 = 2 S5= cos @ cos B + 2 == cos ¢ sin & = 20y o + 2V 1

2nd
¥ny,3 = 2 % cos @ cos & + (Np

l)g;r\—d cos § sin B

Ny, * (N1 - l)\lfg,l

Vi,mp = (N2 - 1)2%9 cos g cos B

(w2 - l)\’fl’g

WQ:NE = (Np - l)% cos @ cos B + —2%‘1 cos @ sin &

= (N2 - 1)y o+ V5 4
¥3,n, = (N2 - l)g%d—’ cos @ cos B + 2 g_:)r\_d_ cos @§ sin &
= (N2 - 1)¥3,0 + 2¥p 1

le’Ng = (No - l)% cos @ cos & + (Np - 1)?.;%‘1 cos @ sin &

= (N2 - l)‘l’l,g + (N - l)Wg’l

PRREICLE VS RICL CH BUECLC S B A
v EeVL2 4 pltR2 | g 32, g M2
rEet¥3 e me¥23 L w30 L Eeijl’3

Wiwe , e 22 Eej%’N2 + + gL/ N2

+ Be

After substitution of equations (2) to (17) into equation (18), equa-
tion (18) may then be rewritten as:

(10)
(11)

(12)

(13)

(14)

(15)

(16)

(17)

(18)



Ni-1
d = E{. + eJ‘Vz,l + 632'4!2,1 + .. . F eJ( L )*2,1

TS U= B [¥1,2%¥2,1] + el [¥1,2%2¥2,1] .4 [‘Vl,z’f(Nl-l)‘l'z,l]

T TR [2¥1,2%¥2,1] vl [y1,2%2¥2,1] ... K [2*1,2"(“1-1)‘1'2,1]

.+

b Sl o 9 (No-1)¥1 o#¥2,1] K (Nz-l)‘l’l,z‘*?‘l’e,l] .. eJ[(Nz-l)Wl,z“(Nl-l)Wz,l]} (19)

where

Vo 1 phase difference of 2nd element in 1lst row with respect to lst element
? in 1st row

AT phase difference of 1lst element in 2nd row with respect to lst element
J

in 1st row

When like terms are collected and factored out, equation (19) becomes:
j 2 J(N1-1)¥
<I>=E{[l+em!,2’l+e‘j II;2’]'+ . e . +e(l )2’1]
+ ejwl:2[1 + V2,1 4 V21 eJ(Nl'l)‘IIQ,l]

+ e'jgh’z[l v V2,1, e + ej(Nl-l)Wg’l]

i(No-1 j j Ni-1
+ eJ( 2 )¢1:2|:1 + e‘wz’l + erW2’l + .. .+ ej( = )¢2’{|} (20)

Let the terms in the first brackets be u, that is,

. S (N1-1
u=1+ e‘w‘?’l + eJE‘y‘e’l + . + eJ( L )‘!’2,1

(22)
Then the following simplification may be performed. Multiplying equation (22)

Jv.
by e 2,1 yields
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. . 5 . -
uere’l = ere’l + eJ Wg,l + eJBWg’l + .. .+ e‘j lwg’l (23)
Subtract equation (23) from equation (22).
' N
u - ue‘wz’l =1 - eJ 2,1 (24)
or
IWy¥o 1
w=i=-¢e o . (25)
Equation (25) can be factored as follows:
Np¥p 1| Nivon LI
d—%— | ~d—5
e e - e
u = — (26)
j‘l’2,1 jWE,l V2,1
e 2 e 2 - e 2
and can be simplified to:
12 Niv¥o,1
j—gLi(Nl_l) Sin ——=a—
u=e 2 , (27)
V2,1

sin

Taking the terms in the second psir of brackets of equation (21) and performing
the same manipulations as was done for the terms in the first pair of brackets,
one obtains the following simplified array pattern formula:

¥ ¥ N No¥
3_2_2’]_‘(1\11-1) J—]-'é’—e-(Ng-l) sin —1121—1— sin —2?1-2-?-
® = Ee e " " (28)
sin 2,1 sin —1'2-23

If the phase is referred to the center point of the array, equation (28) may
then be rewritten as

11



N, ¥ No¥
sin —E—E-L£ sin —g—iig

o =E 2 2 (29)
UL RO Y
2 2

Thus, the equation for the array pattern can be written

® = EA (30)
where
o Npp o No¥ o
sin > sin —z
A= v "
. 2,1 1,2
sin si
2 " T2
Here, A 1is called the array factor and may be normalized by dividing by NjNo.
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Interelement coupling, 4B

_ho

-4

b2

-hz

~h

Dipoles

O——0 Broadside

| | | | 1 I

O—1  End to end —°*__

8 9 10

Interelement spacing, in.

Figure 6.- Interelement coupling.

11

12



Side-lobe level, 4B
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